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ABSTRACT

This report is issued pursuant to Waterford 3 Technical Specification 6.9.1.7.
Its purpose is to discuss the Waterford 3 Radiological Environmental
Monitoring Program (REMP), present the results of the program for the year of
1992, and evaluate the radiological impact on the environment resulting from
plant operation.

The Waterford 3 REMP collected data on environmental radicactivity levels
around the Waterford 3 nuclear power plant. These levels were determined by
analyzing samples of air, water, shoreline soil, fish, vegetation, and milk
from various locations around the facility. Based on the evaluation of the
environmental data collected, the operation of Waterford 3 exhibited no
discernable impact on the levels of radioactivity in the environment during
19¢2.
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1.0

INTRODUCTION

This report describes the Radiological Environmental Monitoring Program
(REMP) for the Waterford 3 Steam Electric Station and discusses the
results obtained during the calendar year 1992. The results discussed
in this report were used to evaluate the radiological environmental
impact resulting from the operation of Waterford 3. The submission of
this report to the Nuclear Regulatory Commission (NRC) fulfills the
requirements pursuant to Waterford 3 Technical Specification 6.9.1.7.

3

1.2

Program and Report Objectives

The objective of the monitoring program is to evaluate the
radiological environmental impact of the plani. In order to
conduct this evaluation, the data analyses and interpretations
contained in this report fulfill the following specific objectives:

a. to identify any radiocactive materials or radiation in the
environment associated with plant operation,

b. to compare the results obtained during tue reporting period
with past operational and pre-operational data and identify
any trends associated with accumulation of radioactivity in
the environment; and

c. to verify compliance with federal regulatory requirements.
Plant and Site Description

Waterford 3 employs a pressurized water reactor for the production
of approximately 1153 gross (1104 net) megawatts of electricity.
The station uses a flow of water obtained from and discharged to
the Mississippi River for condenser cooling. On March 4, 1985, the
unit achieved initial criticality.



The plant is located on the west bank of the Mississippi River at
River Mile 129.6 between Baton Rouge and New Orleans, Louisiana.
The site is in the northwestern section of St. Charles Parish
approximately 3 miles southeast of the St. John the Baptist Parish
boundary between the towns of Killona and Taft. The Mississippi
River is the closest prominent natural feature; other features
include Lac des Allemands, about 5.5 miles southwest of the site,
and Lake Ponchartrain, about 7 miles northeast of the site.

Most of the man-made features are located on the narrow strip of
land between the Mississippi River and the wetlands. Specifically,
several industrial facilities including Waterford 1 and 2 Steam
Electric Stations (0.4 miles northwest), Little Gypsy Steam
Electric Station (0.8 miles northeast), Agrico, a fertilizer
manufacturer (0.6 miles east southeast), Occidental Chemical
Company (0.8 miles east southeast), and Union Carbide, a chemical
manufacturer (1.2 miles east southeast) are operating in the area.

Major urban centers in the region include New Orleans
(approximately 25 miles east) and Baton Rouge (approximately 50
miles west northwest). Communities near the site in St. Charles
Parish incluge Killona (0.9 miles west northwest), Montz (1.0 miles
north), Norco (2.5 miles east), Hahnville (3.7 miles east
southeast), and Destrehan (6.3 miles east southeast). Laplace (4.7
miles north) is located in St. John the Baptist Parish.

2.0 PROGRAM DESCRIPTION

A general summary of the REMP is given in Table 2.1; brief descriptions
and Tocations of the sampling stations are presented in Table 2.2. In
addition, station locations are illustrated in Figures 2.1 through 2.3.
A more detailed description of the REMP is provided below.
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History and Development

The Waterford 3 REMP evolved from the Pre-operational Environmental
Radiological Surveillance (PERS) program (1978-1982) and was
initiated in April of 1983. Equipment, procedures, techniques, and
sampling locations used during the pre-operational survey were
incorporated into the operational program. Further, the
environmental data collected during the first two years of the REMP
(1983 and 1984), prior to initial criticality, were used to
supplement the baseline established during the PERS Program.

Responsibiliiies

Waterford 3 personnel are responsible for implementing and insuring
that the REMP complies with federal regulatory, Technical
Specification, and Offsite Dose Calculation Manual (ODCM)
requirements. Responsibilities of Waterford 3 personnel include
collecting (with the exception of fish samples), preparing, and
shipping of environmental samples; conducting environmental
dosimetry measurements; reviewing analytical results reports; and
preparing and submitting the annual Radiological Environmental
Monitoring and other relevant reports to the Nuclear Regulatory
Commission.

The primary contractor, Entergy Services, Inc. (ESI) System
Chemistry located in Little Rock, Arkansas, is responsible for
performing radiological analyses; conducting initial data review;
preparing results reports; and overseeing laboratory quality
assurance and contrel. Additionally, a separate contractor, the
Fisheries Co-operative Extension Service of Louisiana State
University, is responsible for the collection of fish samples.
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Sample Collection and Handling Procedures

Sample types, location, collection frequency, and the analyses
performed are summarized in Tables 2.1 and 2.2. The information
contained in these tables is based on reguirements specified in
Table 5.8-1 of the Waterford 3 ODCM. Location maps of the sampling
are illustrated in Figures 2.1 through 2.3. Any stations
deviations (i.e., unavailable samples and missed lower limits of
detection) or changes made to the REMP during 1992 are discussed in
Section 3.6.

The environmental samples collected are classified into four
general categories according to exposure pathways: direct
radiation, airborne, waterborne, and ingestion. Sample collection
and handling procedures are described in the following sections.
The descriptions are intended to provide a concise procedural
overview rather than a step-by-step description.

2.3.1 Direct Radiation Exposure Pathway Samples

Integrated external gamma expusure, determined using
Panasonic Multi-element thermoluminescent dosimeters (TLDs),
was measured at thirty-one locations as follows:

a. an inner ring of stations, one in each of the sixteen
meteorological sectors, in the general area of the site
boundary;

b. an outer ring of stations, one in ten of the sixteen
meteorological sectors, in the six to eight kilometer
range from the site; and

C. the balance placed in areas of special interest (e.g.,
population centers, schools, etc.) with one area serving
as a control.

The TLDs were exchanged and analyzed quarterly by Waterford
3 personnel.



2.3.2

2:3.3

Airborne Exposure Pathway Samples

Samples of airborne particulates and radioiodines were
collected at four indicator stations (APP-1, APQ-1, APG-1,
APC-1) and one control station (APE-30). Low-volume air
pumps and flow totalizers in weather proof shelters provided
continuous air sampling.

Using the sampling device described above, airborne
particulate samples were obtained on a filter and collected
weekly by Waterford 3 personnel for shipment to the contract
laboratory for gross beta analysis. The filters were
composited quarterly by the contract laboratory for isotopic
analysis by gamma spectroscopy.

Airborne iodine sampling was done in conjunction with air
particulate sampling using a charcoal cartridge to collect
indine. The cartridges were collected weekly by Waterford 3
personnel and sent to the contract laboratory for iodine-131
analysis by gamma spectroscopy.

Waterborne Exposure Pathway Samples

Because the plant discharges into the Mississippi River, the
major source of drinking water in the vicinity of Waterford
3, water samples taken from the Mississippi River were
designated as both drinking and surface water samples.

Composite drinking/surface water samples were obtained
biweekly from the Mississippi River using automatic
composite samplers placed at one upstream (DWP-7/SWP-7) and
two downstream (DWG-2/SWG-2, DWE-5/SWE-5) locations.
Hydrochloric acid was added to each sample prior to
shipment. The contract laboratory analyzed the biweekly
samples for iodine-131, composited them monthly for gross
beta and gamma spectroscepy, and composited them quarterly
for tritium analysis.



2.3.4

Due to the high water table resulting from shallow aquifers
in the vicinity of the site, drainage canal sampling
represents groundwater discharge. Groundwater was obtained
quarterly by grab sampling from one sampling location (GWK-
1). Again, hydrochloric acid was added to the sample prior
to shipment to the contract laboratory for tritium and gamma
spectroscopy analyses.

Shoreline sediment samples were obtained semi-annually from
a sampiing station at each plant discharge poiri. Station
SHWE-3 1s located downstream on the shoreline of the
Mississippi River; station SHWK-1 is on the shoreline of the
40-Arpent canal. The samples were shipped without further
processing.

Ingestion Exposure Pathway Samples

Milk samples were collected semi-monthly from one indicator
location (MKQ-5) and one controil location (MKQ-45).
Sampling of the control station was performed by Louisiana
Radiation Protection Division personnel. Although one
additional indicator location was identified (MKE-4), no
samples were available from this lTocation during 1992 (see
Section 3.6). Formaldehyde was added as a preservative to
all samples prior to shipment. Ilodine-13]1 and gamma
spectroscopy analyses were performed.

Fish samples were collected bi-annually from the Mississippi
River upstream (FH-1) and downstream (FH-2) from the plant.
A contractor performed the sampling by netting.
Subsequently, the fish were segregated by species and
location prior to delivery to Waterford 3. The samples were
shipped frozen for analysis by gamma spectroscopy.



The Waterford 3 ODCM, Section 5.8.1, requires broad leaf
vegetation to be sampled from 3 locations within 5 miles of
the plant in the event milk samples are unavailable. Since
milk samples were collected from only one sampling location
within five miles of Waterford 3, broad leaf vegetation was
sampled monthly at two indicator locations (BLQ-1 and BLB-1)
and one control location (BLK-15). The samples were shipped
without further processing.

Food product sampling was not required because no areas
surrounding the plant were irrigated with water in which
plant wastes are discharged. However food products grown
within the site boundary were collected to demonstrate the
absence of radionuclide accumulation.

These food product samples (sugarcane and soybeans) were
coliected at the time of harvest from three locations (FPP-
1, FPG-1, and FPQ-1) by normal harvesting techniques and
shipped without further processing. lodine-131 and gamma
spectroscopy analyses were performed.

2.4 Analytical Procedures

A brief synopsis of the analytical procedures used by ES] System
Chemistry and Waterford 3 are given in Appendix D to provide an
overview of the program.

The minimum sensitivities for the analytical procedures are
reflected by the Lower Limits of Detection (LLD) values presented
in Table 2.3 frem Table 5.8-3 of Waterford 3 ODCM. The LLD's are
a priori estimates based on assumed sample volumes, counting times,
detector efficiencies, etc. Analyses that could not achieve these
Tower Timits of detection are discussed in Section 3.6.



2.5 Laboratory Quality Assurance

During 1992, the ESI System Chemistry Laboratory performed between
5% and 10% of all analyses for quality assurance purposes. Spiked
and blank samples were prepared in-house. In addition, the
laboratory participated in the EPA Radiological Interlaboratory
Comparison (cross-check) Program.

This quality assurance program satisfies the requirements of the
Waterford 3 ODCM, Section 5.8.2, for participation in an
interlaboratory comparison program. The program involved analyses
on various sample media typically found in the REMP. As a result
of participation in the program, an objective measure of analytical
precision and accuracy was obtained. In the event that results
obtained by ESI System Chemistry were not within control limits (3
standard deviations), an investigation was conducted to determine
the cause, and corrective action was taken to prevent a recurrence.
Appendix C lists the 1992 results of the laboratory's participation
in the cross-check program.



SAMPLE TYPE

Direct
Radiation

Radioiodine and
Particulates

Drinking Water®

Surfac: Water”

Ground Water
Shoreline Sediment

Milk

Fish

Food Products

Broad Leaf

TABLE 2.1

RADIOLOGICAL ENVIRONEMNTAL MONITORING

PROGRAM (REMP) SUMMARY"

LOCAT

L}

-2, B
2, K
-5, 8
-5, R

Poa i QLS

APP-1, APQ-1, APG-1, APC-1, APE-30

DNG-2, DWE-5, DWP-7

SWG-2, SWE-5, SWP-7

GWK-1

SHWE-3, SHWK-1

MKE-4, MKQ-5, MKQ-1, MKQ-45

FH-1, FH-2

FPG-1, FPP-1, FPQ-1

BLQ-1, BLB-1, BLK-15

ANALYSIS

TLD gamma

Gross beta, 1-131
gamma isotopic

H-3

Gross beta, gamma
isotopic, I-131

H-3
gamma isotopic

gamma isotopic, H-3
gamma isotopic

gamma isotopic, I-131

gamma isotopic

gamma isotopic

gamma isotopic, [-131

FREQUENCY

Quarterly

Weekly
Qrtly composite

Ortly composite

Monthly composite
Bi-wkly composite

Qrtly composite
Monthly composite

Qrtly
Semi-annually

Semi-mntly/mntly

In season or
semi-annually

At harvest time
Monthly

When milk samples
not collected

a. Based on requirements in Table 5.8-1 of Waterford 3 SES Offsite Dose Calculatiecnal Manual, Section 5.8-1.
b. Drinking and surface water samples are identical.



TABLE 2.2

DESCRIPTION OF REMP SAMPLING STATION LOCATIONS

LOCATION LOCATION MILES FROM SECTOR
NUMBER DESCRIPTION PLANT DIRECTION

DIRECT RADIATION (TLD)

A-2 (Eastbank) On fence enclosure 1.1 N
surrcunding water tower west of
Little Gypsy opposite Etienne St.
Access from River Road (LA 628).
The TLD's are located on the (S)
fence opposite the entrance gate
to the water tower.

B-1 (Eastbank) On fence enclosing the 0.8 NNE
transmission tower 0.3 miles west
(up-river) from Little Gypsy.
Access from River Road (LA 628).
TLD's are located at SW corner of
fence enclosure.

Little Gypsy Cooling Water Intake.
Access is from River Road (LA 628)
across from Little Gypsy Steam
Electric Station entrance. TLD's
are on the south side (inside) of
the Cooling Water Intake fence
enclosure, directly opposite the

|
1
C-1 (Eastbank) On fence enclosing the 0.8 NE
entrance gate.

10 |



TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM

DESCRIPTION

PLANT

SECTOR
DIRECTION

D-2

t-1

F-2

G-2

(Eastbank) Located approximately
0.3 miles east of Little Gypsy
Power Station. Access from River
Road (LA 628) near the west end of
the Bonne Carre Spillway. TLD's
are on the fence at the west
entrance to the Spillway (located
on levee)

(Westbank) Located on utility pole
along River Road (LA 18) approxi-
mately 0.3 miles east of Waterford
3 SES plant entrance. Access from
LA 18. TLD's are on the third
utility pole east of the
construction entrance road.

(Westbank) Located on fence
enclosure surrounding the LP&L
substation on LA 3142. Access
from LA 3142 approximately 0.2
miles south of LA 18. TLD's are
on the southeast corner of the
fence enclosure.

(Westbank) Located on utility pole
on East side of LA 3142 near Witco
entrance gate (Next to Union Carbide
Star Plant Gate 3). Access from

LA 3142 approximately 0.2 miles
north of railruad overpass.

11

1.1

0.2

1.1

1.2

ENE

ESE

SE



TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

M-2

J-2

K-1

™
i
-

(Westbank) Lecated on fence 1.2
enclosure to shell road off of LA

3142. Access from LA 3142 south

of railroad overpass on east side

of LA 3142. TLD's are on the

south side of the gate for shell

road. (Just south of Texaco

pipeline station)

(Westbank) Located on northeast 1.3
corner of fence enclosing Texaco

valve station south of LA 3127.

Access from LA 3127, approximately

0.6 miles west of LA 3127/3142
intersection.

(Westbank) Located behind "Private 1.0
Road" sign at Cate 8 entrance off

of LA 3127. Access from LA 3127,
approximately 1.3 miles west of

LA 3127/3142 intersection. (Gate

8 is the access to the Waterford 3

SES switchyard station)

(Westbank) Located behind "Private 1.0
Road" sign at LP&L Gate 9 entrance

off of LA 3127, approximately 1.6

miles west of LA 3127/3142 inter-

section. (Gate 9 is an access road

for Waterford 3 SES)

12

SSE

SSW

SW



TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

M-1

p-1

R-1

(Westbank) Located on south gate 0.7
into the Waterford 1 and 2 SES

fuel oil storage tank enclosure.

Access is either thru LP&L Gate 8,

Gate 9 off of LA 3127, the shell

access road from LA 18 between

Waterford 3 SES, or thru the

Waterford 1 and 2 SES access road.

(Westbank) Located behind the "No 0.9
Trespassing” sign off of Short

Street, in Killona, just south of

the entrance to Killona Elementary

School.

(Westbank) Located off Short Street, 0.8
in Killona. TLD is on fence at
air sample station APP-1.

(Westbank) Located on fence 0.8
enclosing air sample station

approximately 0.5 miles west of

Waterford 1 and 2 on River Road

(LA 18).

(Westbank) Located on fence 0.5
enclosure for Waterford ]| and 2

Cooling Water Intake Structure.

Access is from River Road (LA 18)

opposite Waterford 1 and 2.

TLD's are on the southwest corner

of fence.
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TABLE 2.2

{CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

A-5

B-4

£-5

(Eastbank) Located on utility 4.5
pole just east of the Shady Nook

Trailer Park on Hwy 61 in LaPlace.

TLD's are on second utility pole

east of trailer park on north side

of Hwy 61 (eastern end of LaPlace).

(Eastbank) Located on utility pole 3.8
Just east of shell access road to

South Central Bell transmission

tower on south side of Hwy 61.
Transmission tower is just east of

weigh Station at St. John/St. Charles
Parish line. TLD's are on the first
vtility pole east of access road.

(Eastbank) Located on fence gate 4.2
on shell access rcad to Big 3

Chemical Plant. Shell access road

is approximately 0.1 miles west of

Hwy 61/48 intersection (at black

and yellow gate). TiD's are on

fence gate 0.1 miles north on

shell access road from Hwy 61.

(Eastbank) Located on the Norco 4.2
Substation fence enclosure.

Access from River Road (LA 48)

onto Wesco St. (adjacent to Norco

Shell Chemical Plant), take Wesco

St. to the dead end. TLD's are

located on sixth fence post south

of the north substation gate.

14
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TABLE 2.2

(CONTINUED)
LOCATION LOCATION MILES FROM SECTOR
NUMBER DESCRIPTION PLANT DIRECTION
F-4 (Westbank) Located on utility pole 3.5 ESE

behind blonde brick house on
Agquarius St. in Hahnville. Access
from River Road (LA 18) and turn
onto Oak St. Follow Oak St. to
Hickory St., turn right on Hickory
St. and follow to Aquarius St. and
turn left. Blonde brick house is
second house on right (west) side
of Aquarius St. heading south.

G-4 (Westbank) Located on railroad sign 3.2 SE
northwest side of LA 3160/railroad
track intersection. Access from
either LA 3127 or River Road (LA 18)
onto LA 3160.

H-6 (Westbank) Located on a road sign 5.7 SSE
on the northwest side of the second
canal bridge east of LA 3160 along
LA 3127.

P-6 (Westbank) Located on utility pole 5.5 WNW
at southwest corner of LA 640/
railroad track intersection.
Utility pole is just west of LA 640
and east of radio transmission tower.

Q-5 (Westbank) Located on fence post 5.0 NW
surrounding (green) river marker
on levee just east of Edgard.
Fence post is located along River
Road (LA 18) across from the
Webre's house.
15



TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

R-6

F-9

G-9

£-1%5

(Eastbank) Located on fence
enclosing LP&L Laydown Yard on
LA 3223 in LaPlace. Access from
Hwy 61 onto Elm St. (LA 3223),
take Elm St. to the northeast
corner of LA 3223/railroad
intersection. TLD's are located
on the southeast corner of fence
enclosure.

(Eastbank) Located on entrance 8.2
gate to Destrehan Substation

Access from River Road (LA 48),
approximately 0.3 miles east of
Luling-Destrehan Ferry, onto

Destrehan Road (west of Bunge

Corp. Grain Elevator), and

proceed to substation gate.

(Westbank) Located on back fence 8.1
of LP&L District Office in Luling.
Access via Ellington St. from

either River Road (LA 18); or

Second or Third St. from Paul

Mallard Rd. (LA 52) to Ellington

3.

(Eastbank) Located on Kenner 11.8

Substation fence enclosure.
Access from either River Road
(LA 4B) or Hwy 61, turn onto
Alliance Ave. TLD's are located
on the north side of the fence
enclosure, near a light pole.

16
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TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

J-15

E-30*

APP-1

APQ-1

APG-1

(Westbank) Located on fence 12.0
enclosure surrounding LP&L

switchyard at LA 631 /Hwy 90

intersection in Des Allemands.

TLD's are on the northwest

corner of fence. Access from

LA 631 via shell road.

(Westbank) at LP&L General Office 27.0
on Delaronde St. in Algiers.

TLD's are in the courtyard at

the south entrance to the

building.

(Westbank) Located in soybean 0.8
field at northwest corner of
Short St. in Killona.

(Westbank) Located at northwest 0.8
corner of soybean field on east

side of Killona. Access from

River Road (LA 18) approximately

0.6 miles east of LA 18/314]
intersection.

(Westbank) Located at the north 0.5

side of the Secondary
Meteorological Tower.
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TABLE 2.2

(CONTINUED)
LOCATION LOCATION MILES FROM SECTOR
NUMBER DESCRIPTION PLANT DIRECTION
APC-1 (Eastbank) Located inside the 0.8 NE
Little Gypsy Cooling Water Intake
Structure fence enclosure.
APE-30* (Westbank) Located on the roof of 27.0 E
the LP&L General Office building
on Delaronde St. in Algiers.
TERBORN
DWG-2 (Westbank) Located at the Union 2.0 SE
SWG-2 Carbide drinking water canal.
Access from LA 3142 through
Gate 28.
DWE-5 (Eastbank) Located at the 4.5 E
SWE-5 St. Charles Parish Waterworks
off of River Road (LA 48) near
New Sarpy.
DWp-T7+ \Westbank) Located at the St. 6.5 WhW
SWp-7* John Parish Waterworks off
of LA 18 in Edgard.
SHWE-3 (Westbank) Located at the Foot 3.0 E
Ferry Landing off of LA 18 in
Taft.
SHWK-1 (Westbank) Located at the 40 Arpent 0.5 SSW

Canal south of the Plant. Access
from LA 3127 through Gate 8.
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TABLE 2.2

(CONTINUED)

LOCATION
NUMBER

LOCATION MILES FROM
DESCRIPTION PLANT

SECTOR
DIRECTION

GWK-1

MKQ-1

MKQ-5

MKQ-45*

(Westbank) Located at 40 Arpent 0.5
Canal south of the piant. Access

from LA 3127 through LP&L Gate 92

which is at the Waterford 3 Training
Center. The canal is northwest of the
shell access road/railroad track
intersection.

(Westbank) 1.0 miles west of 1.0
Waterford 3 SES at the corner of

River Road and Post Street in

Killcna.

(Westbank) Located at the Webre's 4.9
house, just across LA 18 from river
marker, at the eastern end of Edgard.

(Eastbank) Located off of I-12 in 42
Denham Springs, take LA 3002 south

to LA 1034, then right to LA 1032,

then left. Farm is 1 mile on the
right.
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TABLE 2.2

(CONTINUED)
LOCATION LOCATION MILES FROM SECTOR
NUMBER DESCRIPTION PLANT DIRECTION
FISH
FH-1* Upstream of the plant intake NA** NA**
structure.
FH-2 Downstream of the plant intake NA** NA**
structure.
BROAD LEAF
BLQ-1 {Westbank) Located between LA 18 0.8 NW
and soybean field on eastern edge
of Killona, near air sample station
APQ-1.
BLB-1 (Eastbank) Located at wooded area 0.8 NNE
at the southwestern corner of the
LPAL Little Gypsy plant along
River Road.
BLK-15* (Westbank) Located 3.5 miles SSW 15 SSW
of Des Allemands on Hwy. S0.

FPP-1 (Westbank) Located in sugarcane 0.8 WNW
field on eastern edge of Killona,
between a.r sample station APP-]
and APQ-1.

FPG-1 (Westbank) Located in a sugarcane 0.4 SE
field adjacent to the plant near
the meteorological towers.
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TABLE 2.2

(CONTINUED)

DENOTES CONTROL LOCATION

NA - NOT APPLICABLE

Food products are not required since no areas surrounding the plant are irrigated
with water into which plani wastes are discharged. Ffood products grown within the

site boundary were coilected however, in order to demonstrate the absence of
man-made radionuclides.
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TABLE 2.3
DETECTION CAPABILITIES FOR ENVIRONMENTAL SAMPLE ANALYSIS

LOWER LIMIT OF DETECTION (LLD) @

WATER ATRBORNE PARTICULATE FISH MILK FOOD PRODUCTS™ SEDIMENT
ANALYSIS (pCi/N) OR GAS (pCi/m’) (pCi/kg-wet)  (pCi/1) (pCi/kg-wet) (pCi/kg-dry)
gross beta 1 0.01
H-3 2000
Mn-54 15 130
Fe-59 30 260
Co-58, 60 15 130
In-65 30 260
Ir-Nb-95 15
1-131 1 0.07 1 60
Cs-134 15 0.05 130 15 60 150
Cs-137 18 0.06 150 18 80 180
Ba-lLa-140 15 15

a. From Table 5.8-3 of Waterford 3 SES Offsite Dose Calculation Manual.

b. Appilicable to broad leaf vegetation.
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3.0 DISCUSSION OF RESULTS

Analytical results for the year 1992 are discussed in this section by
exposure pathway, sample type, and analysis performed. Further,
analytical results focusing only on man-made radioactivity are
summarized in Appendix A; data for the individual analyses are presented
in the tables of Appendix B.

3.1

3.2

Direct Radiation Exposure Pathway

The average exposure rates measured by thermoluminscent dosimeters
(TLDs) at both control and indicator stations were 11, 12, 12, and
12 mrem/standard quarter for the first, second, third, and fourth
quarters of 1992 respectively. The average exposure rate of the
119 indicator TLD locations was 12 mrem/standard quarter compared
to 11 mrem/standard quarter average exposure rate at the control
Tocation. The lowest and highest individual exposure rates were 7
mrem/standard quarter (C-1 and D-2, 1st quarter) and 17
mrem/standerd quarter (K-6, 4th quarter), respectively, for all
locations. Table 3 1 compares the indicator TLD results by
directional sector ind distance from the facility. A comparison of
directional sectors indicates the highest average exposure rate in
1992 to be 14 mrem/siandard quarter in Sectors A and Q.

The average exposure rates during 1992 are consistent with those
from the pre-operational program and the previous five years of
operation (Figure 3.1). Specifically, the pre-operationa)l survey
indicates that exposure rates ranged between 11 and 33 mrem/
standard quarter with an average of 20 mrem/standard quarter.
Similarly, the range indicated during the previous five years of
operation was from 7 to 24 mrem/standard quarter with an average
exposure rate of 14 mrem/standard quarter.

Airborne Exposure Pathway

3.2.1 Airborne Particulates

Gross beta activity ranged from 0.006 pCi/u? (APE-30, B/18-
8/25 and 9/22-9/29 and APP-1) to 0.039 pCi/m* (APC-1, 12/31-
1/7) with an average of 0.018 pCi/m* for 259 measurements
from all five locations. The average gross beta activity
for the indicator (APG-1, APQ-1, APP-1, APC-1) locations was
0.018 pCi/m® compared to 0.019 pCi/m* at the control (APE-30)
location.
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3.3

The gross beta activity results obtained during 1992 are
consistent with those from the pre-operational program and
the previous five years of operation (Figure 3.2).
Specifically, the pre-operational survey indicates that in
periods not significantly influenced by nuclear weapons
testing the gross beta activity ranged between 0.007 and
0.48 pCi/m® with an average of .08 pCi/m’. Similarly, the
range indicated during the previous five years of operation
was from 0.003 to 0.05 pCi/u? with an average activity of
0.02 pCi/m’.

3.2.2 Airborne lodine

A1l of the 264 airborne iodine-13]1 results were below the

calculated lower 1imit of detection (LLD). The sample LLD
variability (0.010 to 0.043 pCi/cubic meter Table B-2) was
due primarily to the difference in air sample volumes.

3.2.3 Gamma Isotopic Analysis

Gamma spectroscopy results of the twenty air sample
quarterly composites indicate that no man-made radionuclides
were detected above their respective lower limits of
detection.

Waterborne Exposure Pathway
3.3.1 Drinking/Surface Water

As mentioned previously, drinxing water samples also serve
as surface water samples for Waterford 3. Therefore,
monthly and quarterly gamma spectral analyses of drinking
water and quarterly tritium analyses also satisfy the
surface water sampling requirement.

Seventy-seven composite drinking/surface water samples were
analyzed by a radiochemical procedure for iodine-131 (Table
B-4). lodine was detected in three indicator samples (DWG-
2, 7/14-7/28 and DWE-5, 1/14-1/28 and 7/14-7/28) and in one
control sample (DWP-7, 7/14-7/28) at an average
concentration of 0.3 pCi/1. lodine-13]1 was detected in
several preoperational sampies at an average concentration
of 0.4 pCi/1. The levels detected in the 1992 samples were
well below reporting levels and the LLD required by the
Waterford 3 ODCM and has a high degree of uncertainty
associated with it. Therefore, the radiological impact to
the environment, in this instance, is insignificant.
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3.3.2

3.3.3

Gross beta activity was detected in thirty-one of the
thirty-nine composites with a range of 1.3 (DWE-5, 1/28-
2/11) to B.5 (DWE-5, 6/2-6/30) pCi/1 and an average activity
of 3.9 pCi/1. The average activity for the control
location, DWP-7, was 3.4 pCi/] compared to the averages of
4.8 and 3.4 pCi/1 tor indicator stations DWG-2 and DWE-5
respectively.

Analyses for gross beta in drinking/surface water were not
performed during the pre-operational survey. However, in
order to fulfill comparison requirements, 1992 data will be
compared to data from the 1983 report and the previous five
years of operation.

The gross beta activity results obtained during 1992 are
consistent with those from the 1983 reporting period and the
previous five years of operation (Figure 3.3).

Specifically, the pre-operational survey indicates that in
periods not significantly influenced by nuclear weapons
testing the gross beta activity ranged betwee<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>